
 

for High-brightness, Energy-e�cient, LED Illumination

Kingbright’s “ HELI ” series is the choice for your new 
and existing application designs. 

 H igh-Brightness E nergy-Efficient L 

Kingbright “ HELI ” series
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I lluminationH igh-Brightness E nergy-Efficient L ow-Cost
AA3021

APT3216 

APT1608

APDA3020

WP710A10

AA3528

APTD1608

APT2012 

APA2106

WP7113

3.0 x 2.0 x 1.3mm (L x W x H)
PLCC-2 package with viewing angle 125°
Package 2000pcs /reel
Moisture sensitivity level : Level 3
Good for status indication and backlight illumination

 x W x H) with viewing angle 120°

  button backlight

Right angle package with dome lens
Narrow viewing angle 10° with focused output

 (L x W x H) 
Package: 2000pcs /reel
Moisture sensitivity level: Level 3
Good for sideway status indication & light guide 

  designs

Industry standard 1206 package
 (L x W x H) with viewing 

  angle 120°
Package 2000pcs /reel
Moisture sensitivity level: Level 3
Good for button backlight and status indication

Popular T-1 (3mm) diameter package
Viewing angle of 34°
Reliable and robust
Available on tape and reel
Good for general status indication applications

Most popular industry standard PLCC-2 package
 x W x H) with viewing angle 120°

Package 2000pcs /reel
Moisture sensitivity level: Level 3
Good for status indication and backlight illumination

 (L x W x H) with viewing 
  angle 120°

Package 2000pcs /reel
Moisture sensitivity level: Level 3
Good for button backlight and status indication

Right angle SMD package
2.1 x 1.0 x 0.6 mm (L x W x H) with viewing angle 120°
Package: 2000pcs /reel
Moisture sensitivity level: Level 3
Good for sideway status indication & edge lighting

Dome lens package with 0603 footprint
 (L x W x H) 

Narrow viewing angle 60° with focused output
Package: 2000pcs /reel
Moisture sensitivity level: Level 3
Complementary to any light guide designs

Popular T-1 ¾ (5mm) diameter package
Viewing angle of 20°
Reliable and robust
Available on tape and reel
Good for general status indication applications
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 H igh-Brightness E nergy-Efficient L IlluminationED
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